PLAN VIEW

ELECTRIC OPENING PYRAMID ROOFLIGHT

IN CLOSED POSITION

ISOMETRIC VIEW
ELECTRIC OPENING PYRAMID ROOFLIGHT

IN OPEN POSITION
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Vision AGI Kerb/Upstand Detail
Drawing VR-EPD-01
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See Drawing VR-EPD-02
For Optional Kerb/Upstand Detail
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Standard 32mm DGU comprising of; .
with Black Warm Edge Spacer and Low E Coating )

Black Silicone Seal

25mm? Plastic Glazing Block

Extruded Aluminium Cover Flashing 4
Polyester Powder Coated to RAL 7015 Slate Grey
(Other RAL colours as Bespoke Option)

1o}
Factory Glazed,Thermally Broken Aluminium —~©
Profile, Dual Colour Polyester Powder Coated
RAL 9005 Black (external)
RAL 9010 White (Internal)
EPDM Gasket
® O
- ©

Internal Support Pressing
Polyester Powder Coated to RAL 9010 White

Thermally Broken Aluminium Vent Profile
Dual Colour Polyester Powder Coated

RAL 7015 Slate Grey (external) i -

RAL 9010 White (Internal)

Extruded Aluminium Cover Flashing —
Polyester Powder Coated to RAL 7015 Slate Grey ~

Miniumum Kerb/Upstand Height 150mm

M6 x 50 Hex Head Coach Screw
Supplied By Vision AGI

— Apply 8mm Full perimeter

(Other RAL colours as Bespoke Option) ~ Silicone Bead on Installation
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